
 

 

 

  

         
 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

                                     
 

 

 

  current-transformer  serial T 
               split-core c.t. 
                                



 

 
 
 

Ideal range of transformers to be installed in plants already in operation, where there is the need to be connected 
without interrupting the primary circuit or change the existing application. 
 
 
 
 
 

 

   order number 
 

  TA 26V 1000A 5A 
type  

      10-20-28-26V-66V 
  

 
 

model  
 
primary current 
 

  

 

        primary current depending on the model 
                           500A to 2000A 
                         1000A to 6000A 
                         1200A to 2500A 

                          1200A bis 5000A 
 

 

secondary current                                                           1A or 5A                                            
 

 

 

                                                                                                                                                                         

                                                                                                                       

 

 

 

 

 

accessories                                                                      options for TA20 to 66V 

 
            

for TA10 for TA20 to 66V     : additonal terminal cover  

 
 

type 

dimensions 
 

mm 

hole / 
opening 

mm 

primary 
current 

A 

secondary 
current 

A 

VA  class 

  

 
 
 
TA10 

 
A bridge must be built as shown in the illustration for correct functioning. 

 
 

rail: 
100x10 
80x20 
50x60 

 
cable-ø: 

90 

    
    

500 1A or 5A 5  0,5 
600 1A or 5A 5   0,5 
750 1A or 5A 5  0,5 
800 1A or 5A 8   0,5 

1000 1A or 5A 10  0,5 
1200 1A or 5A 20  0,5 
1250 1A or 5A 20 0,5 
1500 1A or 5A 40 0,5 
2000 1A or 5A 40 0,5 

        
        
        

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

type 

dimensions 
 

mm 

hole / 
opening 

mm 

primary 
current 

A 

secondary 
current 

A 

VA  class 

  

 
 
 
TA20 

 

 
 

 
 
 
 

rail: 
3x120x10 
3x200x10 

 
 
 

    
1000 1A or 5A 10 0,5 
1200 1A or 5A 10  0,5 
1250 1A or 5A 10   0,5 
1500 1A or 5A 10  0,5 
1600 1A or 5A 10   0,5 
2000 1A or 5A 15  0,5 
2500 1A or 5A 20  0,5 
3000 1A or 5A 20 0,5 
4000 1A or 5A 30 0,5 
5000 1A or 5A 30 0,5 
6000 1A or 5A 30 0,5 

        
        

 

 
 

type 

dimensions 
 

mm 

hole / 
opening 

mm 

primary 
current 

A 

secondary 
current 

A 

VA  class 

  

 
 
 
TA28 

 

   
 

 
 
 
 
 
 

rail: 
3x100x10 
3x120x10 

 
 
 

    
     

1200 1A or 5A 10  0,5 
1250 1A or 5A 10   0,5 
1500 1A or 5A 10  0,5 
1600 1A or 5A 10   0,5 
2000 1A or 5A 15  0,5 
2500 1A or 5A 20  0,5 

     
     
     
     
        
        

 



 

 

 

 
 
 
 
 
 

 
 

type 

dimensions 
 

mm 

hole / 
opening 

mm 

primary 
current 

A 

secondary 
current 

A 

VA  class 

  

 
 
 
TA26V 

 

 
 

 
 
 
 
 
 

rail: 
4x100x5 

2x100x10 
2x125x5 

 
 
 

    
     

1200 1A or 5A 10  0,5 
1250 1A or 5A 10   0,5 
1500 1A or 5A 10  0,5 
1600 1A or 5A 10   0,5 
2000 1A or 5A 15  0,5 
2500 1A or 5A 20  0,5 

     
     
     
     
        
        

 

 
 

type 

dimensions 
 

mm 

hole / 
opening 

mm 

primary 
current 

A 

secondary 
current 

A 

VA  class 

  

 
 
 
TA66V 

 

 
 

 
 
 
 

rail: 
5x80x5 

4x100x5 
2x100x10 
2x160x10 

 
 
 

    
        

1200 1A or 5A 20 0,5 
1250 1A or 5A 20 0,5 
1500 1A or 5A 20 0,5 
1600 1A or 5A 20 0,5 
2000 1A or 5A 20 0,5 
2500 1A or 5A 20 0,5 
3000 1A or 5A 20 0,5 
4000 1A or 5A 30 0,5 
5000 1A or 5A 30 0,5 

     
        
        

 

 
Franz Kreuzer Elektro Bauelemente e.K.                          Telefon:  +49 (0) 7031 68 55 98 
Elsenhalde 8                                       Telefax:  +49 (0) 7031 68 59 30 
        Email   :  info@kreuzer-elektro.de 
D – 71101 Schönaich       Internet:  www.kreuzer-elektro.de 

 
    

 

    


